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Abstract. The determination of liquefaction potential is re-
quired to take into account a large number of parameters,
which creates a complex nonlinear structure of the liquefac-
tion phenomenon. The conventional methods rely on sim-
ple statistical and empirical relations or charts. However,
they cannot characterise these complexities. Genetic algo-
rithms are suited to solve these types of problems. A ge-
netic algorithm-based model has been developed to deter-
mine the liquefaction potential by confirming Cone Penetra-
tion Test datasets derived from case studies of sandy soils.
Software has been developed that uses genetic algorithms
for the parameter selection and assessment of liquefaction
potential. Then several estimation functions for the assess-
ment of a Liquefaction Index have been generated from the
dataset. The generated Liquefaction Index estimation func-
tions were evaluated by assessing the training and test data.
The suggested formulation estimates the liquefaction occur-
rence with significant accuracy. Besides, the parametric
study on the liquefaction index curves shows a good rela-
tion with the physical behaviour. The total number of mis-
estimated cases was only 7.8% for the proposed method,
which is quite low when compared to another commonly
used method.
Correspondence to: G. Sen
(gsen@pau.edu.tr)
Nomenclature
Abbreviation Explanation
amax Maximum Ground Acceleration (g)
CPT Cone Penetration Test
SSSSR Site Seismic Shear Stress Ratio
SSSR7.5 Seismic Shear Stress Ratio (corrected
for M=7.5)
Cq Correction coefficient of overburden
stress for CPT resistance
D50 Mean grain size (mm)
FC Fines Content
g Gravitational acceleration
(g=9.81 m/s2)
GA Genetic Algorithm
GWT Groundwater Table depth (m)
LI Liquefaction Index
M Magnitude (Moment magnitude =Mw)
qc1 Corrected tip resistance according to
overburden stress (kPa)
qc Measured CPT tip resistance (MPa)
rd Stress reduction coefficient
RMSE Root Mean Square Error
F1, F2 Objective functions
z CPT test depth from surface (m)
σvo Total vertical overburden pressures
(kPa)
σ ′vo Effective vertical overburden pressures
(kPa)
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1 Introduction
Soil liquefaction is a type of ground failure related to earth-
quakes. It takes place when the effective stress within soil
reaches zero as a result of an increase in pore water pres-
sure during earthquake vibration (Youd, 1992). Soil lique-
faction can cause major damage to buildings, roads, bridges,
dams and lifeline systems, like the earthquakes in Niigata
(Japan, Ms=7.5), Anchorage (Alaska, Mw=9.2) (Seed and
Idriss, 1971) and many other places.
In the last few decades, there have been a large num-
ber of studies that investigated the liquefaction phenomena
(Yalcin et al., 2008; Cetin et al., 2004; Ulusay et al.,
2000). NCEER (1996) and NCEER/NSF (National Cen-
ter for Earthquake Engineering Research/National Science
Foundation, 1998) have worked for a consensus on lique-
faction assessment methods and/or parameters and they have
offered some modifications on existing methods (Youd et al.,
2001). The most popular approaches use the standard pen-
etration test (SPT) and cone penetration test (CPT) to de-
termine factor of safety (Seed and Idriss, 1971; Tokimatsu
and Yoshimi, 1983; Seed and DeAlba, 1986; Robertson and
Wride 1997, 1998; Youd and Idriss, 1997; Youd et al., 2001).
Iwasaki et al. (1978, 1982) suggested a liquefaction poten-
tial index (LPI), which describes a range rather than a num-
ber, and it was modified by Sonmez (2003) and Sonmez and
Gokceoglu (2005). “Chinese criteria” is another method to
express the liquefaction hazard in a determined extent (Seed
et al., 1984, 1985; Finn et al., 1994; Andrews and Martin,
2000).
In situ test data are very common in deciding the liquefac-
tion hazard in geotechnical engineering. The first suggestion
to use those data is proposed by Seed and Idriss (1971). It is
based on the SPT test and was modified by Seed et al. (1985)
and Youd et al. (2001). CPT has been employed for about
three decades (Robertson and Campanella, 1985; Seed and
DeAlba, 1986; Mitchell and Tseng, 1990; Stark and Olson,
1995; Olsen, 1997; Robertson and Wride, 1998). The pros
and cons of the SPT and CPT can be traced throughout lit-
erature (Lunne et al., 1997; Youd et al., 2001; Yuan, 2003).
Nevertheless, these methods are widely used in practice and
offer ease of application in many cases, especially for sandy
soils.
Robertson and Wride developed an interaction diagram
based on the cyclic resistance ratio (CRR) and corrected
CPT tip resistance, qc1N, for liquefaction assessment (1998).
It is suggested for earthquakes with Mw of 7.5, and sands
with FC≤5% and median grain size, D50, of 0.25–2.0 mm.
To apply the method to soils with FC>5%, Robertson and
Wride’s (1998) method also includes a correction of qc1N for
soils with higher FC.
Although existing methods utilize a limited number of pa-
rameters, liquefaction phenomena inherently involve many
seismic and soil parameters. New modelling methods that
do not employ simple statistical and empirical relations or
charts may help for improved assessment of liquefaction phe-
nomena. GA is one of the best tools to understand the com-
plicated relations among the parameters. In this study, a
new method is proposed for the liquefaction assessment of
sandy soils. GAs were utilized to evolve the final formula-
tion. A parametric study and comparison with Robertson and
Wride’s (1998) widely used method were carried out for the
validation of the proposed method.
2 Genetic algorithms
GAs are stochastic optimization methods and are inspired
by the evolution theory. In the solution process, they simu-
late natural selection mechanisms and are effectively used in
many engineering applications. Although they started using
them extensively after Goldberg’s famous book (1989), GAs
were first introduced by Holland (1975). The processes of re-
production, crossover and mutation are simulated by the pro-
cedures of GAs to maintain improved solutions and to gener-
ate all the better offspring, to make the solutions close to the
objective function (Tung et al., 2003). GAs have been veri-
fied to have more advantages than the classical optimization
methods in complex engineering problems. Natural hazards
and their estimation include complex natural behaviour, af-
fected by several parameters. Therefore, GAs are effectively
utilized for the evaluation of natural hazards (Iovine et al.,
2005; D’Ambrosio et al., 2006) and geotechnics (Simpson
and Priest, 1993) in some previous studies.
GAs start with a random initial set of solutions, which is
called the population. Individuals in the population are called
chromosomes, which are probable solutions of the problem.
Usually chromosomes are sets of binary strings. By evolving
chromosomes through an iteration step, a new set of chromo-
somes, generation, is formed. Each generation is a combina-
tion of old and new chromosomes. This evaluation process is
carried out by 3 operations crossover, mutation and selection.
Crossover is the operation of generating offspring chromo-
somes by combining usually two parent chromosomes. An
offspring has features of both parents. Firstly, two individ-
uals are selected for crossover and a random cut-off point is
selected for a crossover. Then, each chromosome is cut at
that point and the right parts of the strings are swapped. This
simplest crossover method is illustrated in Fig. 1.
The number of crossovers is determined by crossover
probability, which is defined before running GAs, in each
generation. Crossover probabilities up to 80% give satisfy-
ing outcomes in many applications (Coley, 1999).
Mutation is the operation of changing a randomly selected
bit among all chromosomes from 1 to 0 or 0 to 1. It is an
essential operator of the GAs because it prevents premature
loss of genetic information from the population, which is
highly probable in small populations. Contrary to crossover,
smaller mutation probabilities like 1–2% are preferred to sat-
isfy stability of the population (Gen and Cheng, 1997).
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Using the selection operator, population, which is ex-
panded by mutations and crossovers, is reduced to its original
size. Selection is based on the fitness values of the individu-
als. The fittest individuals have more than a chance to be se-
lected to the next generation with respect to weaker individu-
als. Elite individuals are the ones with the highest fitness. As
a result of these procedures, new generations are supposed to
have greater fitness values than older generations. However,
the best solution in a generation may not survive to the next
one. Therefore, an elitism strategy may yield faster solutions.
A small number of elites is usually preferred to prevent pre-
mature solutions (Gen and Cheng, 1997; Coley, 1999). Fit-
ness value of a chromosome is calculated by fitness function
defined by the user, which is a mathematical definition of the
optimization problem. The fittest individual represents the
optimum solution of the problem in concern.
3 Liquefaction assessment by GA approach
3.1 GA code
A type of software named GALIQ (Genetic Algorithm
LIQuefaction) has been developed in a Microsoft Visual
C# .NET environment. A flow diagram of the code is illus-
trated in Fig. 2. It starts to run with a randomly generated first
population. Then the population is subjected to crossovers,
mutations and then the new population is selected as usual.
To stop the code, end conditions are defined. The code ei-
ther runs for 3000 generations at maximum or it will stop
at 500 generations without any improvement in the solution.
The code tries to minimize errors to have a better estima-
tion of aimed parameters. In typical cases of GA appli-
cations, GAs are programmed such that they optimize co-
efficients of linear or quadratic simple forms of estimation
functions. However, GALIQ has no predefined functions,
coefficients of which are to be optimized. Instead, terms
and sub-functions are also parameters to be optimized by
the GA code. After successive generations, software deter-
mines which parameters are to be used in the formulation.
GALIQ generates many LI estimation functions based upon
Eq. (1):
X0+X1 ·f1
(
t
x2
1
)+X3 ·f2(tx42 )+X5 ·f3(tx63 )
+X7 ·f4
(
t
x8
4
) ·f5(tx95 )+X10 ·f6(tx116 ) ·f7(tx127 )
+X13 ·f8
(
t
x14
8
) ·f9(tx159 )+X16 ·f10(tx1710 ) ·f11(tx1811 ) ·f12(tx1912 )
(1)
Xi are function coefficients and exponents to be optimized by
GALIQ; fi variables are predefined GA functions; ti stands
for the variable soil/earthquake parameters to be determined
by GALIQ. Probable values of Xi , fi and ti variables are
shown in Fig. 3.
 
 
 
 
Parent 1: 1101 0100 
Parent 2: 1001 0111 
Offspring 1: 1101 0111 
Offspring 2: 1001 0100 
 
Cut-off 
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 Fig. 1. Crossover operator.
The objective functions (F1, F2) shown in Eqs. (2) and
(3) were used to generate Liquefaction Index (LI) estimation
functions. The desired estimation values were 1 (liquefac-
tion) and 0 (no liquefaction) in the database. The estimations
of LI functions using F1 were targeted to get as close to 1
or 0 as possible. To accomplish this, the root mean square
error (RMSE) has been obtained for each individual as an
objective function.
minimize F1=
√√√√ 200∑
i=1
(
fi,real−fi,estimated
)2 (2)
The estimation does not necessarily satisfy 1 and 0 in the
second objective function. The liquefaction is expected to
happen, if LI is higher than 0.5. In this fitness function, only
misestimated values have been used to calculate RMSE. In
other words, correct estimations were not included in RMSE
even if they were different from 1 or 0. Therefore, by focus-
ing on incorrect estimates, the LI function was more effec-
tively forced to take correct values with this modified fitness
function.
minimize F2=
√√√√ 200∑
i=1
pi ·
(
fi,real−fi,estimated
)2 (3)
pi=0
(
fi,real=1∨fi,estimated≥0.5
)∧(fi,real=0∨fi,estimated<0.5)
(3a)
pi=1
(
fi,real=0∨fi,estimated≥0.5
)∧(fi,real=1∨fi,estimated<0.5)
(3b)
The GA models developed by F1 and F2 objective functions
are given in Tables 1 and 2. The maximum generation num-
ber is 3000 and the elite ratio between successive genera-
tions is 1% in all solutions. That is, 1% of the individuals
with highest fitness values are directly transferred to the next
generation without any selection process. The roulette wheel
selection method is adopted because of the increased selec-
tion of individuals with high fitness value (Gen and Cheng,
1997). The selection is based on spinning a wheel and ex-
pecting it to stop on any slice of the roulette wheel randomly.
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Fig. 2. Flow chart of GALIQ.
 
 
 
Fig. 3. Probable values of Xi , fi and ti variables.
Table 1. Runned series for GA models.
Series Population Fitness function Number of crossover point
S1 Fixed (125) UF1 1
S2 Decreasing UF2 Random
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Table 2. GA parameters.
Equation ID Population Mutation Crossover
size (%) (%)
M1 125 0.5 80
M2 125 0.5 60
M3 125 0.5 40
M4 125 0.5 20
M5 125 5.0 80
M6 125 5.0 60
M7 125 5.0 40
M8 125 5.0 20
M9 125 1.0 80
M10 125 1.0 60
M11 125 1.0 40
M12 125 1.0 20
M13 125 10.0 80
M14 125 10.0 60
M15 125 10.0 40
M16 125 10.0 20
Sixteen solutions were obtained for each fitness function.
They were obtained by using varying parameters of popula-
tion size, mutation ratio and crossover ratio. Table 2 summa-
rizes the variations in parameters.
3.2 Liquefaction data
A database has been constructed from CPT and laboratory
data of 242 case studies. The data consist of in situ case
studies from different regions of the world collected by se-
veral researchers (Youd and Bennet, 1983; Arulanandan et
al., 1986; Shibata and Teparaksa, 1988; Bennet, 1989, 1990;
Tuttle et al., 1990; Kayen et al., 1992; Charlie et al., 1994;
Mitchell et al., 1994; Suzuki et al., 1995; Stark and Olson,
1995; Boulanger et al., 1997; Toprak et al., 1999; Olson,
2001). The database includes an equal number of liquefied
and non-liquefied randomly selected cases. In the overall
dataset, 200 cases were used for training and 42 cases were
used for testing. Dataset separation into training and testing
sets are based on random selection. The same datasets are
used throughout the study. Upper and lower limits of the pa-
rameters used in the dataset are given in Table 3. Training
and testing data are given in Appendix A and B, respectively.
4 GA solutions
For the two run series, 32 different LI functions were deve-
loped. For the best two solutions of each series, a number
of mis-estimations and the best fitness function values of F1
(RMSE) and F2 (modified RMSE) are given for training and
test data in Table 4.
Table 3. Minimum, maximum and average values of parameters
used in dataset.
Parameter Lower limit Upper limit Average
amax (g) 0.100 0.600 0.294
σvo (kPa) 22.60 296.30 125.402
σ ′vo (kPa) 13.90 227.50 87.783
qc1 (kPa) 440.00 34870.00 7735.15
D50 (mm) 0.016 0.480 0.164
GWT (m) 0.20 8.40 2.753
z (m) 1.20 15.10 6.539
Cq 0.59 1.92 1.159
rd 0.820 0.990 0.921
SSSSR 0.080 0.520 0.241
SSSR7.5 0.080 0.460 0.223
GWT/z 0.017 1.000 0.466
qc (MPa) 0.379 26.022 7.007
σvo/σ
′
vo 1.00 2.26 1.438
S2 has the best average performance. S1 showed poor per-
formance in terms of both number of mis-estimations and
RMSE. This is mainly because of inefficiency of the selected
fitness function.
The best LI function in terms of RMSE is S2M6, the for-
mulation of which is given in Eq. (4). It has the minimum
number of mis-estimations and has the best RMSE for train-
ing and overall datasets. S2M8 also showed a similar per-
formance in terms of RMSE however, its number of mis-
estimations is a bit higher than S2M6. Therefore, the S2M6
function is proposed for this study. If the LI values calculated
by this formulation are greater than 0.5, they indicate a high
probability of liquefaction, whereas smaller values stand for
non-liquefaction cases.
LI=−5.13 ·SSSR4.397.5 +2.29 · ln
((
r1.60d
)
+1
)
+9.91 ·D1.3150 ·SSSR1.407.5 −P1 · ln
((
D6.3850 +1
))
−0.06 · ln
((
q2.62c
)
+1
)
·r5.11d −P2 · ln
((
D7.7450
)
+1
)
·GWT4.48−0.88
(4)
P1=0 σvo
σ ′vo
≤ 0.838 P1=8.97 σvo
σ ′vo
> 0.838
P2=0 GWT
z
≤ 0.555 P2=8.97 GWT
z
> 0.555
In Fig. 4, the performance of Robertson and
Wride’s (1998) formulation is tested with the training
dataset used in this study. Although the method gives
reasonable results for liquefied cases, non-liquefied cases
are badly estimated in general. In total, 39% of the cases
were mis-estimated by the formulation. This may introduce
safer results, however, such mis-estimations may cause an
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Table 4. Performance of the best two solutions in each series.
Solutions Training data Test data Overall data
Mis-esti- RMSE Mis-esti- RMSE Mis-esti- RMSE
mations mations mations
(%) (%) (%)
S1M14 14 4.887 14.3 2.165 14.1 5.345
S1M15 19.5 4.908 16.7 2.163 19.0 5.364
S2M6 7.5 2.249 9.5 1.084 7.8 2.496
S2M8 9 2.291 9.5 1.000 9.1 2.500
Table 5. The reference soil characteristics in parametric study.
rd Cq GWT σvo σ ′vo qc D50 z
(m) (kPa) (kPa) (MPa) (mm) (m)
0.9213 1.1586 2.7525 125.402 87.783 7.0065 0.300 6.539
increase in costs for liquefaction mitigation works. The total
number of mis-estimated cases (7.8%) by the suggested
method is quite a bit lower when compared to Robertson
and Wride’s (1998) method, which is widely used in the
literature.
5 Parametric study
The S2M6 equation, which has the best performance of ge-
netic algorithm solutions, was used for the parametric study.
In order to run the parametric model, reference data, repre-
senting the average soil conditions of the dataset is estab-
lished. The reference parameters are listed in Table 5. Earth-
quake magnitude is taken as Mw=7.5 to remove the magni-
tude correction factor in the SSSSR value.
In the parametric study, it has been examined how the vari-
ations in mean grain size (D50), groundwater level (GWT),
tip resistance (qc), and maximum ground acceleration (amax)
affect the liquefaction index (LI). Figure 5 illustrates the re-
sults of equation S2M6. The figure demonstrates that if D50
is greater than 0.2 mm, the LI rises with increasing accelera-
tion values. However, the LI value falls below 0.5 if D50 is
smaller than 0.15 mm (Fig. 5a). In fact, LI values for soils
with D50 smaller than 0.2 mm are uncertain as the LI does
not increase for greater amax values.
According to the proposed formulation, increasing clay
and silt content reduces the LI and liquefaction susceptibil-
ity. The LI values increase up to D50 value of 0.4 mm, which
are evidence of higher sand content in soil.
The formulation allows calculating the LI for different lev-
els of a specific borehole location. Therefore, many LI val-
ues can be calculated for a borehole. According to the pro-
posed formulation, GWT do not play a crucial role over a
critical value for the liquefaction susceptibility at a specified
level. For example, LI values in Fig. 5b are plotted for LI of
soils at a depth of 6.54 m from the ground level, while GWT
depth varies. For this case, there is not a noticeable change
at LI values for GWT depths between 0 and 3.6 m. Then,
LI value dramatically reduces for GWT values deeper than
3.6 m. That is, the LI value for GWT=2 m is greater than
GWT=4 m. The study, which encompasses several cases in
different depths, shows that GWT does not have any effect
on LI, if the ratio of GWT depth to soil level, for which the
LI value is calculated, is lower than 0.56. Contrary to that,
the LI radically decreases when the ratio is higher than 0.56.
While the ratio of GWT depth to soil level is getting closer
to 1.0, which means soil level where LI is calculated is near
to the GWT, the LI tends to go lower than 0.5.
Figure 5c illustrates the relation between LI and tip resis-
tance. As is expected, the LI decreases with increasing tip
resistance.
According to the parametric study, there is no discrepancy
between the results of the parametric study and the known
physical behaviour of liquefaction. Although there are some
studies that mention liquefaction cases in clay or silty soils
(Ishihara, 1984, 1985, 1993), the liquefaction hazard cer-
tainly reduces with increasing clay or silt content (Wang,
1979), which is also the case for amax levels of 0.5 g accord-
ing to the proposed formulation. Ground water is also an
essential input for liquefaction phenomena. The formulation
shows no certain liquefaction above the level of GWT. Of
course, it is not possible to claim that formulation fully char-
acterises the actual behaviour. However, it does not have an
important discrepancy and can be used for liquefaction as-
sessment.
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Fig. 4. Performance of Robertson and Wride’s (1998) formulation
for training dataset.
6 Results and conclusions
This study suggests a new computing method of the lique-
faction index (LI) by a GA approach based on CPT data. LI,
which is computed by SSSSR, SSSR7.5, D50, amax, rd, σvo,
σ ′vo, qc, GWT and z gives an index value that declares if liq-
uefaction potential exists or not. LI stands for no liquefaction
when the value is lower than 0.5 or vice versa.
The mis-estimation ratio of the model is 7.5% in training
and 9.5% in test data. Robertson and Wride’s method (1998)
is selected as a benchmark for comparison as it is widely
used for liquefaction estimation. The proposed model in this
study provides better estimates. The parametric study of the
developed model shows agreement with the expected soil be-
haviour.
On the other hand, it should be noted that the method may
be misleading if it is used out of dataset limits. Another im-
portant point is that the GA software (GALIQ) was run to
fit a function to get either 1 or 0 from the inputs. There-
fore, LI values less than 0.5 stand for no liquefaction (0) the
others stand for liquefaction (1). This means that any LI
value less than 0.5 means no liquefaction, whether it is 0.4
or 0.1. Values greater than 0.5 all have the same meaning,
i.e., liquefaction hazard. Therefore, LI=0.2 actually does not
imply safer conditions than LI=0.4. It may give misleading
results if used for hazard categorization (like high, medium
or low hazard), as it only categorizes soils as liquifiable or
non-liquifiable.
The number of parameters involved in LI calculation in-
cludes many parameters. Some of them (for example, amax
or z) are to be defined by the user to calculate the LI for
a specific depth and amax level. The others represent site
characteristics. However, to determine all of the parame-
ters, many testing techniques are required. For instance, qc
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 Fig. 5. LI vs. (a) D50, (b) GWT, and (c) qc in model S2M6.
can be determined by CPT tests, but D50 can not. This will
certainly increase the cost of the liquefaction assessment as
many different techniques are to be applied at the site to use
the method.
Although the method has some difficulties, LI is a good
measure for the assessment of liquefaction potential accord-
ing to results of this study.
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Appendix A
Training data set.
Liquefaction amax σvo σ ′vo qc1 D50 GWT z Cq rd SSSSR SSSR7.5 qc
Yes=1, No=0 (g) (kPa) (kPa) (kPa) (mm) (m) (m) (MPa)
1 0.200 111.80 54.30 3280 0.062 0.20 5.90 1.35 0.930 0.250 0.260 2.430
1 0.160 108.90 66.20 1860 0.070 2.50 6.00 1.24 0.930 0.150 0.140 1.500
1 0.160 108.90 66.20 2350 0.070 2.50 6.00 1.24 0.930 0.150 0.140 1.895
1 0.240 115.00 83.60 830 0.160 2.90 6.10 1.11 0.930 0.200 0.190 0.748
1 0.500 113.70 103.30 680 0.055 4.70 5.80 0.99 0.930 0.330 0.280 0.687
1 0.400 37.30 28.40 2780 0.120 1.10 2.00 1.67 0.980 0.330 0.340 1.665
1 0.200 93.20 51.00 1490 0.070 0.70 5.00 1.38 0.940 0.220 0.230 1.080
1 0.150 55.90 41.20 810 0.080 1.50 3.00 1.53 0.960 0.130 0.130 0.529
1 0.600 62.80 44.50 2560 0.110 2.10 4.00 1.45 0.950 0.520 0.460 1.766
1 0.290 130.50 91.20 12 380 0.260 3.00 6.50 1.06 0.920 0.250 0.230 11.679
1 0.400 55.90 42.20 3770 0.140 1.60 3.00 1.48 0.960 0.330 0.340 2.547
1 0.240 120.60 81.80 1340 0.197 2.40 6.40 1.12 0.920 0.210 0.200 1.196
1 0.200 97.10 81.40 4020 0.170 3.60 5.20 1.12 0.940 0.150 0.150 3.589
1 0.290 154.50 100.60 10 040 0.260 2.00 7.50 1.00 0.910 0.260 0.250 10.040
1 0.160 52.00 35.30 5020 0.330 1.10 2.80 1.57 0.970 0.150 0.150 3.197
1 0.500 113.70 103.30 680 0.055 4.70 5.80 0.99 0.930 0.330 0.280 0.687
1 0.400 28.40 26.50 9150 0.170 1.30 1.50 1.70 0.980 0.270 0.280 5.382
1 0.290 154.50 100.60 5000 0.260 2.00 7.00 1.00 0.910 0.260 0.250 5.000
1 0.200 59.80 38.20 4500 0.160 1.00 3.20 1.53 0.960 0.200 0.200 2.941
1 0.290 154.50 100.60 9000 0.270 2.00 7.00 1.00 0.910 0.260 0.250 9.000
1 0.500 167.60 166.10 4700 0.058 8.40 8.50 0.74 0.900 0.290 0.250 6.351
1 0.200 43.10 43.10 5070 0.160 2.30 2.30 1.47 0.970 0.130 0.130 3.449
1 0.140 45.60 36.40 2020 0.100 1.40 2.30 1.55 0.970 0.110 0.100 1.303
1 0.250 90.00 63.00 3490 0.100 1.80 4.50 1.27 0.950 0.220 0.160 2.748
1 0.150 55.90 41.20 810 0.080 1.50 3.00 1.53 0.960 0.130 0.130 0.529
1 0.400 74.50 51.00 4330 0.160 1.60 4.00 1.38 0.950 0.360 0.370 3.138
1 0.400 87.30 56.90 7520 0.160 1.60 4.70 1.32 0.940 0.380 0.390 5.697
1 0.500 200.50 182.60 4750 0.073 8.40 10.20 0.69 0.880 0.310 0.260 6.884
1 0.160 108.90 66.20 2350 0.070 2.50 6.00 1.24 0.930 0.150 0.140 1.895
1 0.220 93.20 53.90 4940 0.200 1.00 5.00 1.35 0.940 0.230 0.220 3.659
1 0.400 145.10 83.40 6200 0.250 1.50 7.80 1.11 0.910 0.410 0.420 5.586
1 0.400 50.00 34.30 6360 0.120 1.10 2.70 1.58 0.970 0.370 0.380 4.025
1 0.160 108.90 66.20 1860 0.070 2.50 6.00 1.24 0.930 0.150 0.140 1.500
1 0.200 215.70 104.60 2070 0.067 0.20 11.60 0.98 0.860 0.230 0.240 2.112
1 0.200 225.50 109.70 2440 0.067 0.20 12.10 0.96 0.850 0.230 0.240 2.542
1 0.200 93.20 66.70 7080 0.320 2.30 5.00 1.23 0.940 0.170 0.180 5.756
1 0.290 154.50 100.60 10 040 0.260 2.00 7.50 1.00 0.910 0.260 0.250 10.040
1 0.160 124.50 78.50 8890 0.330 2.00 6.70 1.14 0.920 0.150 0.150 7.798
1 0.150 74.60 50.00 930 0.070 1.50 4.00 1.43 0.950 0.140 0.140 0.650
1 0.200 70.60 55.90 3840 0.210 2.30 3.80 1.33 0.950 0.160 0.160 2.887
1 0.160 206.90 117.10 8730 0.330 2.00 11.10 0.92 0.870 0.160 0.160 9.489
1 0.200 72.60 62.80 3170 0.170 2.90 3.90 1.27 0.950 0.140 0.150 2.496
1 0.500 200.50 182.60 4750 0.073 8.40 10.20 0.69 0.880 0.310 0.260 6.884
1 0.160 124.50 78.50 8890 0.330 2.00 6.70 1.14 0.920 0.150 0.150 7.798
1 0.200 118.70 55.30 2060 0.062 0.20 6.00 1.34 0.930 0.260 0.270 1.537
1 0.290 128.80 87.10 5100 0.270 2.00 6.00 1.08 0.930 0.260 0.240 4.722
1 0.150 74.60 50.00 930 0.070 1.50 4.00 1.43 0.950 0.140 0.140 0.650
1 0.400 119.60 72.60 4070 0.160 1.60 6.40 1.19 0.920 0.400 0.410 3.420
1 0.290 111.80 82.40 9710 0.300 3.00 6.00 1.12 0.930 0.240 0.220 8.670
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Liquefaction amax σvo σ ′vo qc1 D50 GWT z Cq rd SSSSR SSSR7.5 qc
Yes=1, No=0 (g) (kPa) (kPa) (kPa) (mm) (m) (m) (MPa)
1 0.400 22.60 20.60 12 320 0.480 1.00 1.20 1.79 0.990 0.280 0.290 6.883
1 0.240 120.60 81.80 1340 0.197 2.40 6.40 1.12 0.920 0.210 0.200 1.196
1 0.200 214.80 104.60 1710 0.067 0.40 11.50 0.98 0.860 0.230 0.240 1.745
1 0.240 120.60 81.80 1340 0.197 2.40 6.40 1.12 0.920 0.210 0.200 1.196
1 0.270 65.20 50.50 10 000 0.220 2.00 3.50 1.39 0.960 0.220 0.200 7.194
1 0.160 97.10 56.90 9330 0.330 1.10 5.20 1.32 0.940 0.170 0.170 7.068
1 0.200 28.40 24.50 1740 0.190 1.10 1.50 1.73 0.980 0.150 0.150 1.006
1 0.200 53.90 36.30 7620 0.310 1.10 2.90 1.55 0.970 0.190 0.190 4.916
1 0.290 116.50 84.60 7150 0.300 3.00 5.50 1.10 0.930 0.240 0.220 6.500
1 0.300 65.20 50.50 8450 0.220 2.00 3.50 1.39 0.960 0.240 0.230 6.079
1 0.200 59.80 38.20 4500 0.160 1.00 3.20 1.53 0.960 0.200 0.200 2.941
1 0.100 97.10 53.90 2650 0.140 0.80 5.20 1.35 0.940 0.110 0.110 1.963
1 0.500 164.00 138.90 570 0.045 5.80 8.40 0.83 0.900 0.350 0.290 0.687
1 0.200 93.20 66.70 7080 0.320 2.30 5.00 1.23 0.940 0.170 0.180 5.756
1 0.500 122.70 119.70 1780 0.051 5.90 6.30 0.91 0.930 0.310 0.260 1.956
1 0.230 94.10 65.70 9690 0.320 2.10 5.10 1.24 0.940 0.200 0.210 7.815
1 0.160 108.90 66.20 1860 0.070 2.50 6.00 1.24 0.930 0.150 0.140 1.500
1 0.290 154.50 100.60 9400 0.270 2.00 7.00 1.00 0.910 0.260 0.250 9.400
1 0.150 130.50 76.50 440 0.020 1.50 7.00 1.16 0.920 0.150 0.150 0.379
1 0.400 33.30 24.50 8470 0.170 0.90 1.80 1.73 0.980 0.350 0.360 4.896
1 0.200 57.90 50.00 3720 0.160 2.30 3.10 1.39 0.960 0.140 0.150 2.676
1 0.160 149.10 81.40 6160 0.330 1.10 8.00 1.12 0.900 0.170 0.170 5.500
1 0.200 87.30 76.50 1870 0.170 3.60 4.70 1.16 0.940 0.140 0.140 1.612
1 0.400 24.50 20.60 1760 0.170 0.90 1.30 1.79 0.980 0.300 0.320 0.983
1 0.400 37.30 28.40 2780 0.120 1.10 2.00 1.67 0.980 0.330 0.340 1.665
1 0.400 111.80 67.70 11 300 0.250 1.50 6.00 1.23 0.930 0.400 0.410 9.187
1 0.200 55.90 49.00 4520 0.210 2.30 3.00 1.40 0.960 0.140 0.150 3.229
1 0.290 111.80 82.40 9710 0.300 3.00 6.00 1.12 0.930 0.240 0.220 8.670
1 0.500 167.60 166.10 4700 0.058 8.40 8.50 0.74 0.900 0.290 0.250 6.351
1 0.150 74.60 50.00 930 0.070 1.50 4.00 1.43 0.950 0.140 0.140 0.650
1 0.200 70.60 55.90 3840 0.210 2.30 3.80 1.33 0.950 0.160 0.160 2.887
1 0.400 28.40 26.50 9150 0.170 1.30 1.50 1.70 0.980 0.270 0.280 5.382
1 0.200 74.50 63.70 5560 0.170 2.90 4.00 1.26 0.950 0.140 0.150 4.413
1 0.600 62.80 44.50 2560 0.110 2.10 4.00 1.45 0.950 0.520 0.460 1.766
1 0.200 31.40 13.90 3770 0.070 0.20 2.00 1.92 0.980 0.290 0.250 1.964
1 0.230 53.00 45.10 2540 0.320 2.10 2.80 1.45 0.970 0.170 0.170 1.752
1 0.160 108.90 66.20 2110 0.070 2.50 6.00 1.24 0.930 0.150 0.140 1.702
1 0.160 108.90 66.20 2110 0.070 2.50 6.00 1.24 0.930 0.150 0.140 1.702
1 0.200 153.00 79.40 10 030 0.080 0.70 8.20 1.14 0.900 0.230 0.230 8.798
1 0.240 115.00 83.60 830 0.160 2.90 6.10 1.11 0.930 0.200 0.190 0.748
1 0.500 98.80 95.80 2020 0.072 4.70 5.00 1.03 0.940 0.310 0.260 1.961
1 0.200 52.00 34.30 6820 0.160 1.00 2.80 1.58 0.970 0.190 0.200 4.316
1 0.230 62.80 51.00 5550 0.320 2.10 3.40 1.38 0.960 0.180 0.180 4.022
1 0.220 149.10 80.40 5780 0.200 1.00 8.00 1.13 0.900 0.240 0.230 5.115
1 0.500 98.80 95.80 2020 0.072 4.70 5.00 1.03 0.940 0.310 0.260 1.961
1 0.500 143.60 130.20 1690 0.100 5.90 7.30 0.86 0.910 0.330 0.270 1.965
1 0.100 97.10 53.90 2650 0.140 0.80 5.20 1.35 0.940 0.110 0.110 1.963
1 0.160 108.90 66.20 2110 0.070 2.50 6.00 1.24 0.930 0.150 0.140 1.702
1 0.160 108.90 66.20 2350 0.070 2.50 6.00 1.24 0.930 0.150 0.140 1.895
1 0.500 143.60 130.20 1690 0.100 5.90 7.30 0.86 0.910 0.330 0.270 1.965
1 0.200 48.10 47.10 2620 0.130 2.50 2.60 1.42 0.970 0.130 0.130 1.845
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Liquefaction amax σvo σ ′vo qc1 D50 GWT z Cq rd SSSSR SSSR7.5 qc
Yes=1, No=0 (g) (kPa) (kPa) (kPa) (mm) (m) (m) (MPa)
0 0.500 290.30 202.10 6000 0.072 5.80 14.80 0.64 0.820 0.380 0.320 9.375
0 0.500 179.60 131.70 6050 0.050 4.30 9.10 0.86 0.890 0.390 0.330 7.035
0 0.500 209.50 146.70 8640 0.095 4.30 10.70 0.80 0.870 0.400 0.340 10.800
0 0.200 111.80 75.50 9140 0.220 2.30 6.00 1.16 0.930 0.180 0.180 7.879
0 0.240 140.90 100.10 13 080 0.350 2.70 6.90 1.01 0.920 0.200 0.190 12.950
0 0.240 131.90 117.10 5060 0.244 5.50 7.00 0.92 0.920 0.160 0.150 5.500
0 0.500 194.50 154.20 1370 0.070 5.80 9.90 0.78 0.880 0.360 0.300 1.756
0 0.200 22.60 21.60 23 070 0.170 1.10 1.20 1.78 0.990 0.130 0.140 12.961
0 0.200 223.60 110.60 4250 0.067 0.40 12.00 0.95 0.860 0.230 0.230 4.474
0 0.160 84.30 45.10 11 340 0.300 0.50 4.50 1.45 0.950 0.180 0.180 7.821
0 0.500 221.40 152.70 10 710 0.069 4.30 11.30 0.78 0.860 0.410 0.340 13.731
0 0.150 191.00 105.20 710 0.016 1.50 10.30 0.98 0.880 0.160 0.150 0.724
0 0.200 57.90 54.90 14 980 0.210 2.80 3.10 1.34 0.960 0.130 0.140 11.179
0 0.500 221.40 152.70 10 710 0.069 4.30 11.30 0.78 0.860 0.410 0.340 13.731
0 0.240 77.60 67.20 17140 0.275 2.70 3.80 1.23 0.950 0.170 0.160 13.935
0 0.500 227.40 170.70 6320 0.053 5.80 11.60 0.72 0.860 0.370 0.310 8.778
0 0.230 56.90 47.10 13 960 0.320 2.00 3.10 1.42 0.960 0.170 0.180 9.831
0 0.100 89.20 52.00 12 100 0.100 1.00 4.80 1.37 0.940 0.110 0.110 8.832
0 0.600 62.80 44.50 28 910 0.110 2.10 4.00 1.45 0.950 0.520 0.460 19.938
0 0.500 251.40 182.70 3730 0.057 5.80 12.80 0.69 0.850 0.380 0.320 5.406
0 0.500 296.30 190.20 4610 0.082 4.30 15.10 0.67 0.820 0.410 0.350 6.881
0 0.240 69.40 63.00 12 340 0.239 2.70 3.40 1.27 0.960 0.160 0.160 9.717
0 0.290 177.10 113.30 17 000 0.270 3.00 9.50 0.94 0.890 0.260 0.240 18.085
0 0.250 70.40 53.10 6680 0.100 1.80 3.50 1.36 0.960 0.210 0.150 4.912
0 0.240 118.40 88.50 20 440 0.253 2.70 5.80 1.08 0.930 0.190 0.190 18.926
0 0.200 111.80 57.20 10 950 0.062 0.40 6.90 1.32 0.920 0.230 0.240 8.295
0 0.600 62.80 44.50 10 110 0.080 2.10 4.00 1.45 0.950 0.520 0.460 6.972
0 0.400 74.50 69.60 13 610 0.160 3.50 4.00 1.21 0.950 0.260 0.270 11.248
0 0.500 194.50 154.20 1370 0.070 5.80 9.90 0.78 0.880 0.360 0.300 1.756
0 0.500 251.40 182.70 3730 0.057 5.80 12.80 0.69 0.850 0.380 0.320 5.406
0 0.240 100.00 78.90 20 520 0.361 2.70 4.90 1.14 0.940 0.190 0.180 18.000
0 0.400 74.50 69.60 13 610 0.160 3.50 4.00 1.21 0.950 0.260 0.270 11.248
0 0.250 148.90 92.40 8160 0.100 1.80 7.50 1.05 0.910 0.240 0.180 7.771
0 0.200 76.50 63.70 14 970 0.210 2.80 4.10 1.26 0.950 0.150 0.150 11.881
0 0.600 62.80 44.50 10 110 0.080 2.10 4.00 1.45 0.950 0.520 0.460 6.972
0 0.160 84.30 45.10 11 340 0.300 0.50 4.50 1.45 0.950 0.180 0.180 7.821
0 0.500 239.40 166.20 3620 0.130 4.70 12.20 0.74 0.850 0.400 0.330 4.892
0 0.200 111.80 75.50 9140 0.220 2.30 6.00 1.16 0.930 0.180 0.180 7.879
0 0.100 99.00 56.90 3240 0.100 1.00 5.30 1.32 0.940 0.110 0.110 2.455
0 0.500 272.30 178.20 6210 0.060 4.30 13.90 0.70 0.830 0.410 0.340 8.871
0 0.250 168.50 102.20 7730 0.100 1.80 8.50 0.99 0.900 0.240 0.180 7.808
0 0.250 50.80 43.10 6250 0.100 1.80 2.50 1.47 0.970 0.190 0.140 4.252
0 0.100 111.80 77.50 15 930 0.250 2.50 6.00 1.15 0.930 0.090 0.090 13.852
0 0.300 74.60 54.90 34 870 0.220 2.00 4.00 1.34 0.950 0.250 0.240 26.022
0 0.500 287.30 190.20 10 550 0.045 4.70 14.60 0.67 0.820 0.400 0.340 15.746
0 0.500 209.50 161.70 7370 0.160 5.80 10.70 0.75 0.870 0.370 0.310 9.827
0 0.200 39.20 29.40 26 860 0.170 1.10 2.10 1.65 0.970 0.170 0.170 16.279
0 0.500 209.50 146.70 8640 0.095 4.30 10.70 0.80 0.870 0.400 0.340 10.800
0 0.500 257.40 175.20 6980 0.062 4.70 13.10 0.71 0.840 0.400 0.340 9.831
0 0.200 57.90 57.90 13 630 0.260 3.10 3.10 1.31 0.960 0.130 0.130 10.405
0 0.240 100.00 78.90 20 520 0.361 2.70 4.90 1.14 0.940 0.190 0.180 18.000
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Liquefaction amax σvo σ ′vo qc1 D50 GWT z Cq rd SSSSR SSSR7.5 qc
Yes=1, No=0 (g) (kPa) (kPa) (kPa) (mm) (m) (m) (MPa)
0 0.500 227.40 170.70 6320 0.053 5.80 11.60 0.72 0.860 0.370 0.310 8.778
0 0.230 71.60 53.00 21 350 0.320 2.00 3.80 1.36 0.950 0.190 0.200 15.699
0 0.250 148.90 92.40 8160 0.100 1.80 7.50 1.05 0.910 0.240 0.180 7.771
0 0.200 223.60 110.60 4250 0.067 0.40 12.00 0.95 0.860 0.230 0.230 4.474
0 0.500 260.30 212.50 7310 0.400 8.40 13.30 0.62 0.840 0.330 0.280 11.790
0 0.240 118.40 84.00 18 510 0.303 2.30 5.80 1.10 0.930 0.200 0.190 16.827
0 0.240 140.90 100.10 13 080 0.350 2.70 6.90 1.01 0.920 0.200 0.190 12.950
0 0.150 191.00 105.20 710 0.016 1.50 10.30 0.98 0.880 0.160 0.150 0.724
0 0.500 290.30 227.50 12 750 0.044 8.40 14.80 0.59 0.820 0.340 0.280 21.610
0 0.200 97.10 73.50 20 540 0.140 2.80 5.20 1.18 0.940 0.160 0.170 17.407
0 0.250 129.30 82.60 7260 0.100 1.80 6.50 1.11 0.920 0.230 0.180 6.541
0 0.200 244.20 120.40 5140 0.067 0.40 13.10 0.91 0.840 0.220 0.230 5.648
0 0.250 50.80 43.10 6250 0.100 1.80 2.50 1.47 0.970 0.190 0.140 4.252
0 0.500 272.30 218.50 11 760 0.068 8.40 13.90 0.61 0.830 0.340 0.280 19.279
0 0.200 74.50 65.70 13 760 0.260 3.10 4.00 1.24 0.950 0.140 0.150 11.097
0 0.500 209.50 161.70 7370 0.160 5.80 10.70 0.75 0.870 0.370 0.310 9.827
0 0.500 260.30 212.50 7310 0.400 8.40 13.30 0.62 0.840 0.330 0.280 11.790
0 0.100 212.80 107.90 6150 0.080 0.70 11.40 0.97 0.860 0.110 0.110 6.340
0 0.500 200.50 146.70 550 0.067 4.70 10.20 0.80 0.880 0.390 0.320 0.688
0 0.100 89.20 66.70 16 520 0.250 2.50 4.80 1.23 0.940 0.080 0.080 13.431
0 0.230 94.10 63.70 19 000 0.320 2.00 5.00 1.26 0.940 0.210 0.210 15.079
0 0.140 60.40 51.80 3430 0.120 2.10 3.00 1.37 0.960 0.100 0.100 2.504
0 0.200 206.90 106.50 7280 0.067 0.80 11.10 0.97 0.870 0.220 0.230 7.505
0 0.240 69.40 63.00 12 340 0.239 2.70 3.40 1.27 0.960 0.160 0.160 9.717
0 0.500 191.50 154.20 15 960 0.240 5.90 9.80 0.78 0.880 0.360 0.300 20.462
0 0.240 131.90 117.10 5060 0.244 5.50 7.00 0.92 0.920 0.160 0.150 5.500
0 0.500 287.30 190.20 10 550 0.045 4.70 14.60 0.67 0.820 0.400 0.340 15.746
0 0.150 191.00 105.20 710 0.016 1.50 10.30 0.98 0.880 0.160 0.150 0.724
0 0.200 57.90 54.90 14 980 0.210 2.80 3.10 1.34 0.960 0.130 0.140 11.179
0 0.160 93.20 49.00 20 000 0.300 0.50 5.00 1.40 0.940 0.190 0.190 14.286
0 0.200 61.80 59.80 11 580 0.260 3.10 3.30 1.29 0.960 0.130 0.130 8.977
0 0.300 74.60 54.90 34 870 0.220 2.00 4.00 1.34 0.950 0.250 0.240 26.022
0 0.160 84.30 45.10 11 340 0.300 0.50 4.50 1.45 0.950 0.180 0.180 7.821
0 0.100 111.80 77.50 15 930 0.250 2.50 6.00 1.15 0.930 0.090 0.090 13.852
0 0.240 140.90 100.10 13 080 0.350 2.70 6.90 1.01 0.920 0.200 0.190 12.950
0 0.100 99.00 56.90 3240 0.100 1.00 5.30 1.32 0.940 0.110 0.110 2.455
0 0.500 218.50 155.70 1510 0.059 4.70 11.10 0.77 0.870 0.400 0.330 1.961
0 0.500 290.30 202.10 6000 0.072 5.80 14.80 0.64 0.820 0.380 0.320 9.375
0 0.250 168.50 102.20 7730 0.100 1.80 8.50 0.99 0.900 0.240 0.180 7.808
0 0.500 257.40 175.20 6980 0.062 4.70 13.10 0.71 0.840 0.400 0.340 9.831
0 0.100 158.90 100.00 18 700 0.280 2.50 8.50 1.01 0.900 0.090 0.100 18.515
0 0.100 109.80 61.80 20 660 0.100 1.00 5.90 1.28 0.930 0.110 0.110 16.141
0 0.250 109.60 72.80 6770 0.100 1.80 5.50 1.19 0.930 0.230 0.170 5.689
0 0.200 61.80 59.80 11 580 0.260 3.10 3.30 1.29 0.960 0.130 0.130 8.977
0 0.400 156.90 108.90 14 840 0.200 3.50 8.40 0.96 0.900 0.340 0.350 15.458
0 0.250 109.60 72.80 6770 0.100 1.80 5.50 1.19 0.930 0.230 0.170 5.689
0 0.500 218.50 155.70 1510 0.059 4.70 11.10 0.77 0.870 0.400 0.330 1.961
0 0.500 290.30 227.50 12 750 0.044 8.40 14.80 0.59 0.820 0.340 0.280 21.610
0 0.240 77.60 67.20 17 140 0.275 2.70 3.80 1.23 0.950 0.170 0.160 13.935
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Appendix B
Data set for testing.
Liquefaction amax σvo σ ′vo qc1 D50 GWT z Cq rd SSSSR SSSR7.5 qc
Yes=1, No=0 (g) (kPa) (kPa) (kPa) (mm) (m) (m) (MPa)
1 0.220 130.40 71.60 1550 0.200 1.00 7.00 1.19 0.920 0.240 0.230 1.303
1 0.200 31.40 13.90 3770 0.070 0.20 2.00 1.92 0.980 0.290 0.250 1.964
1 0.270 65.20 50.50 7350 0.220 2.00 3.50 1.39 0.960 0.220 0.200 5.288
1 0.250 90.00 63.00 3490 0.100 1.80 4.50 1.27 0.950 0.220 0.160 2.748
1 0.400 16.70 16.70 2750 0.170 0.90 0.90 1.87 0.990 0.260 0.270 1.471
1 0.500 125.70 119.70 2850 0.052 5.80 6.40 0.91 0.920 0.320 0.260 3.132
1 0.270 65.20 50.50 7350 0.220 2.00 3.50 1.39 0.960 0.220 0.200 5.288
1 0.500 164.00 138.90 570 0.045 5.80 8.40 0.83 0.900 0.350 0.290 0.687
1 0.140 44.10 39.50 2270 0.100 1.70 2.20 1.51 0.970 0.100 0.090 1.503
1 0.240 115.00 83.60 830 0.160 2.90 6.10 1.11 0.930 0.200 0.190 0.748
1 0.200 78.50 31.60 7940 0.150 0.20 5.00 1.62 0.940 0.300 0.260 4.901
1 0.290 154.50 100.60 9000 0.260 2.00 7.00 1.00 0.910 0.260 0.250 9.000
1 0.150 139.80 80.90 1350 0.035 1.50 7.50 1.13 0.910 0.150 0.150 1.195
1 0.500 128.70 110.80 2800 0.038 4.70 6.60 0.95 0.920 0.350 0.290 2.947
1 0.160 89.20 61.80 6820 0.330 2.00 4.80 1.28 0.940 0.140 0.140 5.328
1 0.160 85.30 51.00 2170 0.330 1.10 4.60 1.38 0.940 0.160 0.160 1.572
1 0.500 89.80 86.80 750 0.042 4.30 4.60 1.09 0.950 0.320 0.260 0.688
1 0.200 72.60 62.80 3170 0.170 2.90 3.90 1.27 0.950 0.140 0.150 2.496
1 0.140 45.60 36.40 2020 0.100 1.40 2.30 1.55 0.970 0.110 0.100 1.303
1 0.160 85.30 51.00 2170 0.330 1.10 4.60 1.38 0.940 0.160 0.160 1.572
1 0.500 89.80 86.80 750 0.042 4.30 4.60 1.09 0.950 0.320 0.260 0.688
0 0.100 205.00 103.90 14 980 0.080 0.70 11.00 0.99 0.870 0.110 0.120 15.131
0 0.500 200.50 146.70 550 0.067 4.70 10.20 0.80 0.880 0.390 0.320 0.688
0 0.140 60.40 51.80 3430 0.120 2.10 3.00 1.37 0.960 0.100 0.100 2.504
0 0.600 62.80 44.50 28 910 0.110 2.10 4.00 1.45 0.950 0.520 0.460 19.938
0 0.200 206.90 106.50 7280 0.067 0.80 11.10 0.97 0.870 0.220 0.230 7.505
0 0.200 31.40 25.50 21 920 0.170 1.10 1.70 1.71 0.980 0.160 0.160 12.819
0 0.140 60.40 51.80 3430 0.120 2.10 3.00 1.37 0.960 0.100 0.100 2.504
0 0.500 272.30 178.20 6210 0.060 4.30 13.90 0.70 0.830 0.410 0.340 8.871
0 0.240 118.40 84.00 18 510 0.303 2.30 5.80 1.10 0.930 0.200 0.190 16.827
0 0.240 69.40 63.00 12 340 0.239 2.70 3.40 1.27 0.960 0.160 0.160 9.717
0 0.240 118.40 84.00 18 510 0.303 2.30 5.80 1.10 0.930 0.200 0.190 16.827
0 0.100 212.80 107.90 6150 0.080 0.70 11.40 0.97 0.860 0.110 0.110 6.340
0 0.500 191.50 154.20 15 960 0.240 5.90 9.80 0.78 0.880 0.360 0.300 20.462
0 0.200 31.40 25.50 21 920 0.170 1.10 1.70 1.71 0.980 0.160 0.160 12.819
0 0.250 129.30 82.60 7260 0.100 1.80 6.50 1.11 0.920 0.230 0.180 6.541
0 0.500 272.30 218.50 11 760 0.068 8.40 13.90 0.61 0.830 0.340 0.280 19.279
0 0.240 118.40 88.50 20 440 0.253 2.70 5.80 1.08 0.930 0.190 0.190 18.926
0 0.500 239.40 166.20 3620 0.130 4.70 12.20 0.74 0.850 0.400 0.330 4.892
0 0.500 296.30 190.20 4610 0.082 4.30 15.10 0.67 0.820 0.410 0.350 6.881
0 0.240 131.90 117.10 5060 0.244 5.50 7.00 0.92 0.920 0.160 0.150 5.500
0 0.230 56.90 47.10 13 960 0.320 2.00 3.10 1.42 0.960 0.170 0.180 9.831
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